
Intro to using WSJT-X 
to make FT8 contacts

(Everything you always wanted to know but were 
afraid to ask!!!)

(No Radio specific setting)
Presented by Bill McGowan – KC1EO
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About Joe Taylor

• K1JT (licensed as a teenager in the 1950’s)

• Ph.D from Harvard University 1968

• Awarded the Albert Einstein medal 1991, Wolf Prize in Physics 
1992, Nobel Prize in Physics 1993

• WSPR (2001) – Propagation finding tool using low power

• WSJT-X (2017) – First release of FT-8

• Asteroid “81859 Joetaylor” named after him when he retired from 
teaching at Princeton University in 2006

• 2010 Dxpedition to Arecibo Radio Telescope for EME
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FT-8 System Requirements
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•SSB transceiver and antenna

•Computer running Windows 7 or later, macOS 10.13 or 

later, or Linux

•1.5 GHz or faster CPU and 200 MB of available memory; 

faster machines are better

•Monitor with at least 1024 x 780 resolution

•Computer-to-radio interface using a serial port or 

equivalent USB device for T/R switching, or CAT control, or 

VOX, as required for your radio-to-computer connections

•Audio input and output devices supported by the 

operating system and configured for sample rate 48000 Hz, 

16 bits

•Audio or equivalent USB connections between transceiver 

and computer

•A means for synchronizing the computer clock to UTC 

within ±1 second



What do we know about WSJT-X and FT8?

• Developed by Steven Franke, K9AN, and Joe Taylor K1JT and uses 8 
tone FSK modulation

• Needs accurate timing +/- 1.0 seconds to UTC

• Shows signal strength  (-24db to +30db)

• Designed for QSO’s not “Rag Chewing”

• Logs contacts in ADIF format (Amateur Data Interchange Format) 
within the program, and can share that information, as well as 
decode data information with other programs. 

• Generates appropriate TX messages to complete QSO

• Exchanges Grid squares as well as signal reports

• Multiband – standardized Frequencies on all supported bands

• Weak signal mode – not low power mode

• CAT Compliant

• 10 different modes: 
FT4, FT8, JT4, JT9, JT65, QRA64, ISCAT, MSK144, WSPR, and Echo
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We need more than WSJT-X alone to 
get the most from FT8

• WSJT-X –The main program 
(physics.princeton.edu/pulsar/k1jt/index.html)

• Dimension 4 – to keep your time synced 
(thinkman.com/dimension4)

• DXLabs - DXKeeper – Log your contacts and 
MORE (Dxlabsuite.com)

• JT Alert – (Hamapps.com) ((Almost required))

• ARRL’s LoTW – VERY helpful (arrl.org/quick-start)

• GridTracker – (Gridtracker.org)

• PSK Reporter – (https://pskreporter.info/pskmap.html)

• Groups.io – (https://groups.io) Email group for FT8, Radios, etc.
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http://www.arrl.org/quick-start
https://pskreporter.info/pskmap.html
https://groups.io/
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WSJT-X Primary Operating Screen
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JT Alert 
screen 
shot
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GridTracker
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PSK Reporter screen shot
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WSJT-X Primary Operating Screen
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There is A LOT going on. 
You have to decide who’s 

CQ you want to return. 

Have you worked them B4? 

How strong are they to your 

QTH? 

Do you need them for a 

Prefix or DXCC or WAS? 

You have 15 seconds to 

decide tick..tick..tick..

TIMES UP!!!!!!!!
Can we do anything to 
help us decide?????????
Easiest way is to reduce 
the number of decodes 
you see by checking the 
“CQ only box……OR……use 
the      “JT Alert” program
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JT Alert
Helps make 
better informed 
decisions quickly. 
Incoming calls 
can be sorted by 
“Signal Strength”, 
countries and US 
counties are 
identified as well 
as needed 
prefixes.
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Here is a typical QSO
AK9B calls CQ with callsign and grid. 
KC1EO answers with call sign and grid                  
AK9B responds with signal report
KC1EO returns signal report
AK9B sends RR73
KC1EO sends 73
AK9B sends CQ looking for next QS0

QSO in process
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How do we make a contact (Seek and Pounce or Call CQ)

Seek and Pounce – Easy Peasy!!! Double click on either the “WSJT-X” call you want 
to work or “JT-Alert” Callsign box

Calling CQ is a bit more involved initially. Move the Red and Green frequency marker 
to an unused space on the waterfall. Move the Green by clicking on the open space. 
Move the Red by holding down the Ctrl key while clicking. Next, click the TX6 radio 
button. Now merely select Enable TX on the menu bar located above the “Generate 
Standard messages” line on the main screen.
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WSJT-X Primary Operating Screen
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Questions

???????


